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® Pump/Motor

Qmax: 2.1(m?3/h)
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TOTAL HEAD H(m)

Insulation class: B
Protection grade: 1p68
Maximum Diameter: $53mm
Highest temperature of liquid: 35°C
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CAPACITY Q(m’/h)
Q capacity 3450 rpm
Pump Motor : GPM| 0 [211]343/449|528 | 660 |898| | 0
Type power | Discharge [min 0 | 8 | 13 | 17 | 20 | 25 | 34 | (mm)
kW | HP m¥h| 0 [o5 |08 ] 1 [ 121521
SD501-18 | 0.25 | 0.33 Gu" H(‘,’:)d 34| 27 | 24 | 21| 18 | 13 | 1 | 1073

03 aAarPEC

AVAILABLE ONLY SINGLE PHASE 110-130V / 220-240V

TOTALHEAD H(m)

SD651

® Pump/Motor

Qmax: 3.1(m?3/h)
Insulation class: B
Protection grade: 1p68
Maximum Diameter: $68mm
Highest temperature of liquid: 35°C
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CAPACITY Q(m’/h)
Q capacity 3450 rpm
Motor e B
Pump . GPM| 0 |4.49] 66 |871]1083[137 | |
Type power | Discharge j/min[ 0 | 17 | 25 | 33 | 42 | 52 | (mm)
kW | HP myh| 0| 1 [15] 2 |25 | 31
SD651-08 0.18 | 0.24 30| 26 |23 |18 | 11| 2 708
SD651-11 025 0.33 41| 36 | 31|25 |16 | 2 815
SD651-15 0.37| 05 G1 H(f;’j)d 55 | 49 | 42 | 34 | 21 | 3 985
SD651-21 055 | 0.75 77 | 68 | 59 | 47 | 30 | 4 1202
SD651-26 0.75| 1 9 | 85 | 73 | 59 | 37 | 6 1409

SINGLE PHASE 110/130V -220/240V - THREE PHASE 220/240V - 380/415V
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YAPEC/PUMP,

TOTAL HEAD H(m)

SD751

® Pump/Motor

Qmax: 3.5(m3/h)

Insulation class: B

Protection grade: Ip68

Maximum Diameter: $75mm
Highest temperature of liquid: 35°C
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CAPACITY Q(m’/h)
Q capacity 3450 rpm
Motor
Pump GPM| 0 |2.11| 44 |66 | 88 | 11 |13.21/15.4
power | Dischar 2 Length
Type scharge jmin| o | 8 |17 | 25 | 33 | 42 [ 50 | 58 | (mm)
kw HP m¥h| 0 0.5 1 1.5 2 2.5 3 3.5
SD751-07 0.25 | 0.33 37|36 | 35|33 | 27 | 21| 14| 2 673
SD751-10 037 05 53 | 52 | 51| 47 | 39 | 30 | 20 | 2 772
SD751-15 0.55| 0.75 G1" H(e:;a)d 79 78 76 70 58 45 30 2 954
SD751-18 0.75 1 95 94 91 84 69 54 36 2 1073
SD751-25 1.1 1.5 132 131 | 127 | 117 97 75 50 2 1309

SINGLE PHASE 110/130V -220/240V - THREE PHASE 220/240V - 380/415V

SD752

® Pump/Motor

Qmax: 4.5(m?3/h)

Insulation class: B

Protection grade: 1p68

Maximum Diameter: $75mm
Highest temperature of liquid: 35°C
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CAPACITY Q(m'/h)
Q capacity 3450 rpm
Motor
Pump GPM| 0 [ 44 [66]88] 11 [13.21[17.6]19.8
power | Discharge [|/min[ 0 | 17 | 25 | 33 | 42 | 50 | 67 | 75 |Length
Type (mm)
kW | HP ms/h| 0 1 |15 2 |25 3 4 |45
SD752-06 0.25 | 0.33 31|30 | 29 | 28| 25 | 19 | 10| 0 | 669
SD752-08 0.37| 05 . 43| 42 | 40 | 39 | 34 | 27 | 14| 1 | 750
SD752-11 0.55 | 0.75 G,1 Head| 57 | 55 | 54 | 52 | 46 | 36 | 18| 2 | 868
SD752-15 075 | 1 G1w" (m) | 78| 77 | 75 | 74 | 65 | 52 | 28| 7 | 1076
SD752-20 11| 15 104|102 [ 100 | 97 | 86 | 68 | 36 | 8 | 1251
SD752-24 15 | 2 125 122 | 120 | 116 | 103 | 82 | 43 | 10 | 1416

SINGLE PHASE 110/130V -220/240V - THREE PHASE 220/240V - 380/415V
SINGLE PHASE AND THREE PHASE ALL THE MODELS EXCEPT SD752-24

NOTAVAILABLE SINGLE PHASE 110-130V
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® Pump/Motor ® Pump/Motor
Qmax: 5.5(m?3/h) Qmax: 7(m?3/h)
Insulation class: B Insulation class: B
Protection grade: 1p68 Protection grade: 1p68
Maximum Diameter: $75mm ) Maximum Diameter: $75mm
Highest temperature of liquid: 35°C }’.!:.’,‘ Highest temperature of liquid: 35°C
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CAPACITY Q(m’/h s
i CAPACITY Q(m’/h)
i Q capacity 3450 rpm
Motor Q capacity 3450 rpm Motor pacity P
Pump . GPM| 0 | 44|88 | 11 [1321)154|17.6/24.2 Pump power | Dischar G| @ || 66|86 [ 5| 27 | ABA| B |, -
Type | Power | Discharge [jjmin 0 | 17 | 33 | 42 | 50 | 58 | 67 | 52| m3) Type scharge [j/min| o |17 [ 33 | 50 | 67 | 83 | 100] 116 | (mm)
kW | HP myh| 0| 1 | 2 |25| 3 [35]| 4 |55 kW | HP myh| 0 | 1|2 | 3| 4|5]| 6|7
SD753-05 | 0.25 | 0.33 26 | 23 | 20 | 18 | 17 | 15 | 13| 0 | 682 SD754-04 | 0.25 | 0.33 20 |19 |17 |15 | 13 |10 | 7 | 2 | 661
sp753-07 | 0.37] 05 36 | 33 | 28 | 26 |24 | 21| 18] 2 | 773 SD754-06 | 0.37 | 0.5 c1ve IHoagl 2ol 26 |23 20 6| 11| 4 | 756
SD753-11 055| 0.75 el Head| 57 | 51 | 45 | 41 | 38 | 33 | 20 | 10 | 939 SD754-08 | 0.85 | 0.75 ,/‘ (?ﬁ) 40 | 38 |34 | 30 | 26 | 20 | 14| 5 | 862
SD753-16 | 0.75 | 1 G1%" (m) | 82 | 74 | 65 | 60 | 54 | 48 | 41| 13 | 1186 SD754-11 075| 1 G1n" 55 | 52 | 47 | 41|36 |27 | 19| 6 | 1013
SD753-20 11 15 103| 93 | 81 | 76 | 69 | 62 | 54 | 17 | 1394 SD754-14 11| 15 70 | 66 | 59 | 52 | 45 | 35 | 24| 7 | 1161
SD753-23 15| 2 118107 | 93 | 87 | 79 | 71 | 62 | 19 | 1548 SD754-18 5] 2 9 |87 |77 | 69 ] 59 | 47 | 32| 10 | 1393
SINGLE PHASE 110/130V -220/240V - THREE PHASE 220/240V - 380/415V SINGLE PHASE 110/130V -220/240V - THREE PHASE 220/240V - 380/415V
it S0 SINGLE PHASE AND THREE PHASE ALL THE MODELS EXCEPT SD753-23 i SINGLE PHASE AND THREE PHASE ALL THE MODELS EXCEPT SD754-18
NOT AVAILABLE SINGLE PHASE 110-130V NOT AVAILABLE SINGLE PHASE 110-130V
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SD901 SD902

® Pump/Motor ® Pump/Motor
Qmax: 3.5(m3/h) Qmax: 5(m3/h)
Insulation class: B Insulation class: B
Protection grade: Ip68 Protection grade: 1p68
Maximum Diameter: $87mm Maximum Diameter: $87mm
Highest temperature of liquid: 35°C Highest temperature of liquid: 35°C
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CAPACITY Q(m'/h) CAPACITY Q(m'/h)
Q capacity 3450 rpm -
Pump Motor GPM| 0 |21 4F.’4 6).,6 8.8 F:o.a 13.21) 15.4 P Motor Q capacity 3450 rpm
power | Discharge [j/min™ o | s |17 | 25 | 33 | 41] 50 | 68 | oy’ ump power | Discharge GPM| O |44 106188 |198182917.6] 22 |\ gy,
Type TR . (Gt Type 9€ [/min| 0 |17 | 25|33 | 41|50 | 67 | 83 | (mm)
ma/| 0 (05| 1 [15]| 2 |25| 3 |35 KW | HP myhl 0 | 1 |15] 2 | 25] 3 2 5
SD901-04 025 033 82 |31 )30 |27 |24 19]12)] 2 | 591 SD902-03 0.25| 0.33 25 |24 |22 | 21| 19|16 | 10 | 2 | 569
SD901-06 | 037 | 0.5 Head| 8 | 47 |46 | 41 85 1 27 | 17 | 3 | 654 SD902-05 | 0.37 | 05 . 42 [40 |38 |36 | 32 |28 | 16 | 4 | 631
SD901-09 0-55 | 0.75 (m) | 727168 | 61|55 | 41]26] 5 | 756 SD902-07 0.55 | 0.75 Gj H(?:)d 59 | 56 |53 | 50 | 45 |39 | 23 | 5 | 708
SD901-12 075 | 1 G1" 97 |96 |92 | 82 | 71| 56|35 | 8 | 882 SD902-09 075 ]| 1 G 76 |73 |69 |65 | 59| 51|30 | 7 | 775
SD901-15 1.1 1.5 120 | 118 [114 | 103 | 88 | 69 | 43 9 987 SD902-13 1.1 15 110 | 105 | 100 | 94 86 | 75 | 45 1 940
SD901-17 151 2 136|134 1129 | 116 | 100| 78 | 49 | 10 | 1059 SD902-16 15| 2 134|130 [123 | 115 | 105| 78 | 54 | 13 | 1033
SD901-20 1.8 24 160|158 | 152136 | 118 | 92 | 58 12 179 SD902-18 1.8 2.4 160 [ 154 | 146 | 136 | 125|108 | 65 16 1095
SINGLE PHASE 110/130V -220/240V - THREE PHASE 220/240V - 380/415V
SINGLE PHASE AND THREE PHASE ALL THE MODELS EXCEPT SD901-17 AND SD901-20 SINGLE PHASE 110/130V -220/240V - THREE PHASE 220/240V - 380/415V

NOT AVAILABLE SINGLE PHASE 110-130V g SINGLE PHASE AND THREE PHASE ALL THE MODELS EXCEPT SD902-16 AND SD902-18
NOTAVAILABLE SINGLE PHASE 110-130V

 —
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SD903 SD904

® Pump/Motor ® Pump/Motor
Qmax: 6.7(m?3/h) Qmax: 8.4(m3/h)
Insulation class: B Insulation class: B
Protection grade: 1p68 Protection grade: 1p68
Maximum Diameter: $87mm Maximum Diameter: $87mm
Highest temperature of liquid: 35°C Highest temperature of liquid: 35°C
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CAPACITY Q(m'/h) CAPACITY Q(m’/h)
p Motor Q capacity 3450 rpm Motor Q capacity 3450 rpm
ump GPM| 0 |8.8|10.8(13.21/17.6| 22 [29.3 P GPM| 0 |4.49]88 |13.2]176| 22 | 26 35
ower | Discharge [, Length ump ; S e
Type p 9€ [i/min| 0 |33 | 41| 50 | 67 | 83 | 111 | (mm) Type power | Discharge ;7m0 17 |33 | 50 | 67 | 83 | 100 | 133 L(zmg’;]t)h
80 || Ll myh| 0 | 2 |25 3| 4|5 |67 kW | HP myh| o | 123|456 |84
SD903-04 0.37 | 0.5 27 | 25 | 24 | 22 18 | 15 2 631 SD904-04 0.37 05 27 | 26 | 25 | 24 | 22 | 19 16 2 653
SD903-07 | 0.55 | 0.75 G1% |Hoad 2814342139 | 33|26 | 2 | 746 SD904-05 | 0.55 | 0.75 34 [32 3130|2724 20| 2 | 715
sD903-09 | 075] 1 \ (m) 62| 56 | 54 | 47 | 40| 33 | 5 | 823 SD904-06 | 0.75 | 1 G H(?:)d 40 | 39 |37 |36 | 33 |28 | 24 | 3 | 763
SD903-12 1.1 1.5 G1u" 82 | 74 | 72 | 63 54 | 44 4 981 SD904-08 1.1 15 G 54 | 52 | 50 | 48 | 44 | 38 | 32 4 866
SD903-14 1.5 2 96 | 87 |84 | 73 | 63 | 51| 5 | 1064 SD904-10 1.5 2 67 | 55 |62 | 60 | 55 | 47 | 40 | 5 | 990
SD903-16 18 | 24 110|100 96 | 84 | 75| 59 | 6 | 1136 SD904-12 18 | 2.4 81|78 |75 | 72 | 66 | 57 | 48 | 6 | 1069

SINGLE PHASE 110/130V -220/240V - THREE PHASE 220/240V - 380/415V
SINGLE PHASE AND THREE PHASE ALL THE MODELS EXCEPT SD903-14 AND SD903-16
NOTAVAILABLE SINGLE PHASE 110-130V

SINGLE PHASE 110/130V -220/240V - THREE PHASE 220/240V - 380/415V
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