
ADML-Series Dimensions

L.W.L(Low Water Level)

Is limited to 10 minutes 
operation at low water level

Is limited to 30 minutes 
operation with water level 
below top of motor
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SERIES 50HZ
ADML

Submersible Sewage Pump
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APEC PUMP ENTERPRISE CORP.
3F.,No.394,Sec.2 Mingzhi Rd.,Taishan Dist.,New Taipei City 243,Taiwan.
TEL: +886-2-29034567    Fax: +886-2-29064567
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Specifications

Motor

Part

Pump

Part

Liquid Temperature

Submersible depth

0~40˚C (32~104˚F)

8M

50Hz

4 Pole

Air-filled watertight

Class F

IP 68

Built-in overload protector(3HP);

Build-in thermal protector(5-30HP);

Ball Type

Double Mechanical Seal

Single Channel, Non-Clog

Frequency

Pole

Type

Insulation

Protection

Protector

Bearing

Mechanical seal

Impeller
Impeller Type & Solids Handling

Enclosed Single Channel Impeller 

Parts and Material List
Part

SS Steel

EN-GJL-200

AISI 304

EN-GJL-200

AISI 403

EN-GJL-200

EN-GJL-200

Upper : CA/CE

Lower : SIC/SIC

EN-GJL-200

EN-GJL-200 

Cable

Lifting Hanger

Thermal Protector

Ball Bearing

Impeller

Impeller Bolt

Opposite Side Bracket

Rotor

Stator

Shaft

Motor Frame

Power Side Bracket

Mechanical Seal

Mechanical Seal Cover

Pump Casing
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No Material

Al l  technical  informat ion is subject  to change without not ice.

ADML
SERIES 50HZ
Submersible Sewage Pump

Feature
/  Non-clog single channel impeller
/  Robust construction
/  Large solid passage

Application
/  Sewage
/  Waste water
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