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Ztéaéner Size L O\ZE;;LHS'E
50ADS5.75~50ADS51.5 50ADS52.2~100ADS57.5
Dimensions (mm)

Type A B G D E F H DE J SR L1
50ADS5.75 260 186 168 92 130 99 396 96 - 8 110
50ADS51.5 266 200 168 98 130 115 450 96 - 10 120
50ADS52.2 433 245 313 120 235 198 619 - 180 10 160
50ADS53.7 433 245 313 120 235 198 619 - 180 10 160
65ADS51.5 407 210 303 104 215 197 510 - 150 10 120
80ADS52.2 503 268 368 135 275 215 625 -- 200 10 160
80ADS53.7 503 268 368 135 275 215 625 - 200 10 160
100ADS55.5 615 309 460 155 355 257 730 - 250 13 200
100ADS57.5 615 309 460 155 355 257 730 - 250 13 200
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SERIES 50HZ

Submersible Sump Pump

Feature

/ Compact Design/Light Weight

/" Built-In Motor protection

/" High Efficiency Semi-open Impeller
/" Automatic Operation (optional)

Application

|/ Purification tank drainage

/ Rain and spring water drainage
/" Irrigation

/" Sump Dewatering

Semi-Open Impeller

Specifications
Liquid Temperature 0~40°C (32~104°F)
Submersible depth 4M(1-2HP);8M(3-10HP)
Frequency 50Hz
Pole 2 Pole
Motor
Type Air-filled watertight
Part
Insulation Class F
Protection IP 68
Protector Built-in overload protector
Pump Bearing Ball Type
Part Mechanical seal Double Mechanical Seal
Impeller Semi-Open
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All technical information is subject to change without notice.

Submersible Sump Pump

Parts and Material List

No Part Material

1 Cable

2 Lifting Hanger SS Steel

3 Protector

4 Ball Bearing

5 Impeller EN-GJL-200/EN-GJS-400
6 Impeller Bolt AISI 304

7 Opposite Side Bracket EN-GJL-150

8 Rotor

9 Stator

10 Shaft AlSI 403

11 Motor Frame EN-GJL-150

12 Power Side Bracket EN-GJL-150

Mechanical Seal Upper : CA/CE 5

D
D

Lower : SIC/SIC
Mechanical Seal Cover EN-GJL-200
EN-GJL-200
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Output Discharge F.L.A. Max Head Max Cap. Cable Free Passage Weight Q.D.C.

HP | kW el 230y | 400V H%ad CI:;rg' H?ﬁad CI:;rﬁ' M o kg
50ADS5.75 1 10.75 2’ - | 19A ] 19.3| 30 2 | 280 6 5 17 LS50
50ADS51.5 2 |15 2’ - | 33A| 237 | 30 | 84 | 400 6 5 25 LS50
50ADS52.2 3 |22 2’ - 5A | 262 | 100 | 11.9 | 500 | 10 5 55 LM50
50ADS53.7 5 |37 2’ - | 7.8A|36.1| 100 | 23.3 | 500 | 10 5 61 LM50
65ADS51.5 2 |15 2.5 - | 33A | 16.6 | 240 | 45 | 650 6 6 35 LM65
80ADS52.2 3 |22 3 - 5A | 18.3 | 360 | 45 | 800 | 10 7 59 LM80
80ADS53.7 5 |37 3 - | 78A| 229|500 | 6 |1060| 10 7 64 LM80
100ADS55.5 | 7.5 |55 4 - |10.8A| 304 | 340 | 7 |1350| 10 8 92 LL100
100ADS57.5 | 10 | 7.5 4 - |14.3A| 386 | 100 | 7 [1500| 10 8 104 LL100
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