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SSDM

SERIES 50HZ

Lightweight Submersible Dewatering Pump
2~7.5HP
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50(80)SSDM-5.20~5.30 80(100)SSDM-5.50 80(100)SSDM-5.75

Dimensions (mm)

Type A B c D E F
50SSDM-5.20 559 240 122 545 256 96
80SSDM-5.20 555 240 122 545 274 107
50SSDM-5.30 588 240 122 577 256 96
80SSDM-5.30 587 240 122 577 274 107
80SSDM-5.50 596 240 131 586 277 106
100SSDM-5.50 586 240 131 586 288 106
80SSDM-5.75 644 284 133 632 303 123
100SSDM-5.75 633 284 133 632 320 127
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SSDM

SERIES 50HZ

Feature

/ Semi-open impeller made of Hight Chrome Steel
/" High resistance to abrasive liquids

/ Stainless steel outer casing & strainer

/ Double mechanical seal in CA/CA+SIC/SIC

/ Heat Treated Stainless Steel Shaft in AISI 410

/
/

Efficient circumferential cooling for continuous duty

Robust construction with Aluminium material,
14~17% lighter than Cast Iron dewatering pump

Application

Lightweight Submersible Dewatering Pump

/ Site drainage, mining, tunneling, public works,floods
/ Cement industry, river intake, civil engineering projects

High Chrome Steel Semi-open Impeller

SSDM-5.20~75

Parts and Material List

@ No Part Material
1 Discharge AlSi7Mg
2 Upper Cover AlSi7Mg
3 Motor Cover AISi7Mg
4  Upper Bearing Bracket = EN-GJL-200
5 Lower Bearing Bracket  AlSi7Mg
6  Seal Bracket AISi7Mg
7  Impeller High Chrome Steel
8 Pump Casing EN-GJL-200
9  Strainer AISI 304
10 Handle Steel/NBR
11 Outer Casing AlSI 304
12  Motor Frame AISI 304
20 Power Cable HO7RN-F/SJTOW/STOW
22  Protector KLIXON
24-1 Upper Bearing NTN/TPI
24-2 |Lower Bearing NTN/TPI
25 Rotor and Shaft AISI 410
28  Stator
@ 29 Mechanical Seal Upper:CA/CE
(EagleBurgmann) Lower:SIC/SIC
30 Lip Seal NBR
31  Wearing Plate Nylon PA 66

Note: TPl is a family brand of NTN group.
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Specifications Performance Curve ) _
Liquid Temperature | 0-20°C G2=104F) | Standard Discharge Elbow Optional Central Elbow
- - (m)25 0
Submersible depth 20M %@ 850rp 45° Elbow Bend For Choose Discharge Direction Central Elbow Discharge Accessory
N (As
Frequency 50Hz 20 2 _
\\ _ -
Mot Pole 2 Pole 5 =\ S £
otor s, N )
Part Type Dry Type «90%5207§ 2 >
Insulation Class F 10 2N -
iy) < .
Protection IP 68 O4z6\ S%D Horizontal Horizontal
5 ~ON s
Protector Auto-Cut ™ ~N
Pump Bearing Ball Type o L | | | | | | @ @ N
Part |Mechanical seal \Double Mechanical Seal 0 100 200 300 400 500 600 700 Q(pm) o A
- \ \ \ \ \ \ \ \ 2” Elbow 3” Elbow 2” Central Elbow 3” Central Elbow
Impeller Semi-Open 0 6 12 18 24 30 36 42 Q(mh)
SSDM-5.20
H H 35
m2s N 0 m L 50Hz Data Chart
\% 3o0rp % SN 2850rpm Output Discharge F.L.A. Rated Maximum Free Passage Weight(W/O Cable)
20 o 25 % X I P | kw Inch 16 | 36 |Head| Cap. |Head | Cap. . 1ok -
\ D5 230V [400V| m | lpm | m Ipm 9 9
15 N 2 7 AN 50SSDM-5.20S | 2 | 1.5 2 12.5A 15 | 270 | 23 | 500 9 275 -
\ @ %98%_5. 5o ~\ 80SSDM-5.20S | 2 | 15 3 125A] - | 10 | 400 | 17 | 690 9 275 -
"\, 15 AN % 50SSDM-5.20T | 2 | 1.5 2 - |35a] 13 | 220 | 21 | 450 9 - 26.4
10 S \ \ X, 80SSDM-5.20T | 2 | 1.5 3 - |35a] 9 | 400 | 16 [ 630 9 25.9
\ J 10 AR 50SSDM-5.30T | 3 | 2.2 2 - |52a] 15 | 330 | 26 | 550 9 - 298
5 NN\ \ N N 80SSDM-5.30T | 3 | 2.2 3 - |52a] 10 | 500 | 23 | 700 9 - 30.0
80SSDM-5.50T | 5 | 3.7 3 - |95a] 19 | 600 | 30 | 900 10 - 35.6
\ \ 5 \ N N
100SSDM-5.50T| 5 | 3.7 4 - | 95A] 125 800 | 185 | 1400 10 - 34.9
0 0 100 200 300 400 500 600 700 Q(pm) 00 200 400 600 800 1000 1200 1400 1600 1800 2000 Q(lpm) 80SSDM-5.75T | 7.5 | 5.5 3 - |12.5A] 25 | 680 | 33 | 1200 10 - 51.6
‘ ‘ ‘ ‘ ‘ ‘ ‘ 100SSDM-5.75T| 7.5 | 5.5 4 - |1255A] 16 | 1060 | 23 | 1900 10 - 51.4

0 6 12 18 24 30 36
SSDM-5.30

O 12 24 36 48 60 72 84 96 108 120 Q(m%¥h) @
SSDM-5.50~75

42 Q(mé/h)

All technical information is subject to change without notice.
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