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ADVS-Series Dimensions
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@ L.w.L(Low Water Level)

Is limited to 10 minutes operation
at low water level

F?WL B | SO SERIES 50HZ
K%m | Q- | | N - Submersible Vortex Sewage Pump

9 Is limited to 30 minutes operation W
with water level below top of motor  *®
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50ADVS5.75~50ADVS51.5 65ADVS5.75~80ADVS53.7

Dimensions (mm)

Type A B c D E F H DE J L DA @
50ADVS5.75 249 171 163 86 125 82 397 96 - 105 50
50ADVS51.5 249 171 163 86 125 82 439 96 - 105 50
65ADVS5.75 396 195 298 98 210 178 467 - 145 125 65
65ADVS51.5 396 195 208 98 210 178 519 - 145 125 65
65ADVS52.2 427 227 313 114 225 201 643 - 160 155 65
65ADVS53.7 427 227 313 114 225 201 643 - 160 155 65
80ADVS5.75 411 195 313 98 220 183 467 - 145 125 80
80ADVS51.5 411 195 313 98 220 183 519 - 145 125 80
80ADVS52.2 442 227 328 114 235 206 643 - 160 155 80
80ADVS53.7 442 227 328 114 235 206 643 - 160 155 80
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ADVS

@ @ Parts and Material List

S E RI E S 5 0 H Z No Part Material

1 Cable
Submersible Vortex Sewage Pump 2 Lifting Hanger SS Steel

3 Protector
Featu re 4 Ball Bearing
/ Vortex Impeller 5  Impeller EN-GJL-200
/- Non-clogging 6  Impeller Bolt AISI 304
/ Double Mech. Seal Semi-Vortex Impeller 7 Opposite Side Bracket EN-GJL-150
/ Used for large volume pumping 8 Rotor
/ High impeller efficiency 9 Stator

. . 10  Shaft AIS| 403

Appllcatlon 11 Motor Frame EN-GJL-150
/ Medium concentration wastewater 12 Power Side Bracket EN-GJL-150
/ Heavy duty 13 Mechanical Seal Upper : CA/CE

/" Industrial

/ Storm water

/ Waste water applications containing soft or fibrous solids
| Septic effluent

@ @ Lower : SIC/SIC
14 Mechanical Seal Cover EN-GJL-200
15 Pump Casing EN-GJL-200

Specifications
Liquid Temperature 0~40°C (32~104°F)
Submersible depth 4M(1~2HP);8M(3~5HP)
Frequency 50Hz
Pole 2 Pole
Motor
Type Dry type
Part
Insulation Class F
Protection IP 68
Protector Auto-cut
Pump Bearing Ball Type . .
Submersible Semi-Vortex Pump
Part Mechanical seal Double Mechanical Seal @
Impeller Semi-vortex

Output Discharge  F.L.A. Max Head Max Cap. Cable Free Passage Weight

Performance Curve
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(m) 850rp 50ADVS5.75 | 1 |0.75 2’ - | 19A| 148 | 35 | 9 | 200 | 6 21 19 LS 50
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50ADVS51.5 | 2 | 15 2’ - | 33A[ 214 | 35 | 135 | 220 | 6 21 27 LS 50

0| 3 [ \654 65ADVS5.75 | 1 075 25 - | 19A| 109 | 140 | 38 | 400 | 6 33 25 LM 65
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S0ADy g, 7% 02131\ 65ADVS52.2 | 3 |22 25 - | 5A [ 183 | 140 | 6 | 770 | 10 41 50 LM 65
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