T e - . "‘. o y ] ___'h.
% Y _F'_':_-. - 2 o ; =
e _ﬂ._,.wﬁ, — Ci = g & Eh,,_.i_'v':, 7 r{f 55X .
e St LT 2 — W I e i S
SV-Series Dimensions

SERIES 50HZ

Submersible Vortex Sewage Pump
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SV-100 SV-150~250 AG : with AGMA-W level regulator MA : with Mouse level regulator
Dimensions (mm)

Type Dishcarge A A1 A2 A3 B B1 B2 B3 H H1 H2 H3
SV-100 19 175 73 90 - 124 62 62 - 280 188 45 45
SV-150 40 213 83 90 - 130 63 67 - 314 235 81 81
SV-150AG 40 213 83 90 - 210 63 67 147 350 235 81 81
SV-150AM 40 300 83 90 72 130 63 67 -- 350 235 81 81
SV-150 50 228 83 110 - 130 63 67 - 324 245 91 91
SV-150AG 50 228 83 110 - 210 63 67 147 360 245 91 91
SV-150AM 50 300 83 110 72 130 63 67 -- 360 245 91 91
SV-250 40 213 83 90 - 130 63 67 - 324 245 81 81
SV-250AG 40 213 83 90 - 210 63 67 147 360 245 81 81
SV-250AM 40 300 83 90 72 130 63 67 -- 360 245 81 81
SV-250 50 228 83 110 - 130 63 67 - 334 255 91 91
SV-250AG 50 228 83 110 - 210 63 67 147 370 255 91 91
SV-250AM 50 300 83 110 72 130 63 67 -- 370 255 91 91
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APEC PUMP ENTERPRISE CORP.
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Parts and Material List

D

1 Cable HO7RN-F/SJTOW
2 Handle Nylon 6
3 Motor Cover PA66+Glass Fiber
4 Bracket Steel
5 Motor Housing + Stator AISI 304
Feature 6 Shaft with Rotor AISI 410
i ) . ABS+Glass Fiber 7 Oil Chamber Cast Iron
Oil Chamber design to ensure mechanical Vortex Impeller 8 Mechanical Seal Upper : CA/CE
seal long service life Lower : CA/CE
Suspended impeller design, non-clogging 9 Seal Housing Nylon

Compact design, light weight 10 Lip Seal NBR
: _ 1 Impeller ABS + Glass Fiber
Appl ication _ 12 Pump Casing Cast Iron

Discharge water 14 Capacitor
. . 15-1 Upper Bearin NTN/TPI
Livestock production PP - 9
. 15-2 Lower Bearing NTN/TPI
Sprinkling @ Note:TPI is a family brand of NTN group.
Sump pit
Specifications
P AGMA W level regulator Mouse level regulator
Liquid Temperature 0~40°C (32~104°F)
Submersible depth 10M
Frequency 50Hz
Pole 2 Pole =
Motor
Type Dry Type
Part
Insulation Class B SV-150AM/250AM
Protection IP 68
Protector Auto-cut
Pump Bearing Ball Type §
Part Mechanical seal Double Mechanical Seal
Impeller Vortex
@ @ Unit:mm
» Level regulator is a very useful instrument when used directly on pumps which must work in very small wells
Performance Curve
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S0Hz Data Chart
8 2850rpm
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~~ 10 3¢ |Head| Ca
p. | Head | Cap.
6 9/? HP | W Inch — 1o30v |400v| m | Ipm | m | lpm mm kg
&L\Sbf
5 750 434 SV-100 0.125 | 100 3/4" 1.2A | 0.7A 4 50 7 60 4 4.45
4 i@/,\¢' SV-150 0.2 |150 1.57(2") 1.6A | 0.8A | 45 115 7 180 24 6.2(6.5)
\ 2 \% \ SV-150AG 0.2 |150 1.57(2") 1.6A - 45 115 7 180 24 6.7(7)
3 < \ N\ SV-150AG/250AG : : ’ : i
\ = \ \\ SV-150AM 0.2 |150 1.57(2") 1.6A - 4.5 115 7 180 24 6.7(7)
2 o
\\ SV-250 0.3 |250 1.5"(2") 2A | 0.9A 5 130 8 230 25 6.6(6.9)
! SV-250AG 0.3 |250 1.57(2") 2A - 5 130 8 230 25 7.1(7.4)
SV-150/250 2 n(om ]
0 20 40 60 80 100 120 140 160 180 200 220 240 260 SV-250AM 03 |250 1.5'(2") 2A 5 B’ g el 25 B
‘ : : : : : : : : : : : : : » All single-phase pumps can be equipped with float switch upon request.

» AG identifies AGMA W level regulator.

0 12 24 36 48 6 7.2 84 96 108 12 13.2144156
» AM identifies MOUSE level regulator.



