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. SERIES 60HZ
2" Full Free Passage Submersible Sewage Pump
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HIPPO-50~200 HIPPO-50Q~200Q @
Type A A1 A2 B B1 B2 H Hl H2 H3
HIPPO-50 260 89 125 170 90 80 466 336 151 141
HIPPO-50Q 235 85 150 170 85 85 470 342 161 90
HIPPO-75 260 89 125 170 90 80 482 352 151 141

HIPPO-75Q 235 85 150 170 85 85 486 358 161 90

HIPPO-100 260 89 125 170 90 80 496 366 151 141
HIPPO-100Q 235 85 150 170 85 85 500 372 161 90

HIPPO-150 272 93 130 187 87 100 506 376 151 143
HIPPO-150Q 248 93 155 190 95 95 510 373 158 90

HIPPO-200 272 93 130 187 87 100 520 396 151 143
HIPPO-200Q 248 93 155 190 95 95 530 393 158 90
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Parts and Material List

HIPPO
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No Part Material
SERIES 60HZ iy TR S ITOWSTON
. 2 Handle Nylon6
2” Full Free Passage Submersible Sewage Pump . PA66+30GF (0.5~1HP)
i ASTM A48 Class 30 (1.5~2HP)
Feature 4  Bracket ASTM A48 Class 30
/" Vortex impeller design SRMRHololdl ot lirgladle o L 30
ortex Impefier esigr 6  Shaft with Rotor AISI 410
/2" discharge with PT inner thread 7 Oil Chamber ASTM A48 Class 30
/2" (50mm) solid free passage 8 M ' Upper : CA/CE
HIPPO-50 echanical Seal pper :
/ EKK Eagle Burgmann double mechanical Lower : SIC /SIC
seal CA/CE & SIC/SIC 9  Seal Housing ASTM A48 Class 30
/| Stainless Steel motor housing 10 Lip Seal LA
11 Impeller ASTM A48 Class 30
Application HIPPO-200E 12 Pump Casing ASTM A48 Class 30
Q type with Elbow Kit _ _ :
/ For heavy-duty applications with soiled @typ ) HIPPO-50Q 15-1 _ Upper Bearing Em//lg:
. . . 15-2 Lower Bearing
biological wastewaters, sewage, rainwater @
. . Performance C urve Note: TPl is a family brand of NTN group.
/ For both domestic and professional use 60
() 60Hz
55
Operating Limits BN oI #é §
/ Viscosity of treated fluid : 1 mm?/s i T~ Overload protector for 3 phase o
/ Density of treated fluid : 1 kg/dm3 RSN N, Cable gland system
/ Max starts per hour : 20 ~ \§\“Ppc V\200\ . Water tight cable gland
35 N LN 1505 ‘\ % with Epoxy Potting
SpeCifications %0 ~ - %,‘\\ AN e ee Thermal protector for 1 phase
N ~ \\ N H I H I RQJDD
Liquid Temperature | 0~40°C (32~104°F) R e, NN N\
Y N
Submersible depth 10M ~e NONU N\ EB50H Elbow Kit (Optional) —
15 N \\ N . o
Frequency 60Hz 0 %\‘ \ \\ \\\ \\ Long Life - Bearing
Pole 2 Pole
Motor T Drv T 5 \\\ \ \
Part ype Iy ype o EKK Eagle Burgmann
Insulation Class B 0 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200 Q(US.gpm) Double mechanical seal
Protection IP 68 (; 3Is 7I6 11I4 15|1 159 22I7 zels5 363 3:11 3;9 41|e 45I4 4;;2 5320 5;38 e(l)e 64;3 6;31 7I19 7I57Q(Ipm) @
Protector Auto-cut IIslrp tsei]i| n from solid
P Bearing Ball T H Performance Curve Vortex Impeller Pump volute otoctiiElES
ump | all Type 2” solid free passage
60
Part | Mechanical seal | Double Mechanical Seal ® -
Impeller Vortex I~ 3450rpm
50 | S Data Chart
45 ™ put Discharge Free Passage
o N, kW noh | 38y | 236 | «88v | " | SR |7 | SoR mm lo-kg | 3o-kg
\§\ \%9 HIPPO-50 0.5 0.37 2" 4.5A 3A 1.5A 15 55 24 95 50 12.9 12.9
35 s \0{ HIPPO-50Q 0.5 0.37 2" 4.5A 3A 1.5A 15 50 22 95 50 14.3 14.3
\\ /7/,o° s \ HIPPO-75 0.75 | 0.55 2’ 5.5A | 3.6A | 1.8A 19.7 65 31 106 50 13.9 13.9
30 ~ n~70 & ‘\ HIPPO-75Q 0.75 | 0.55 2" 55A | 3.6A | 1.8A 19.7 60 28 105 50 15.3 15.3
o5 | RCEREANS “ HIPPO-100 1 | 075 2" 7A 5A | 25A | 23 75 37.7 | 125 50 15.4 15.4
e, | NQ \Q N HIPPO-100Q 1 [ 075 2 7A | 5A | 25A | 23 70 335 | 125 50 16.8 16.8
20 [ 2 50 \N \ HIPPO-150S(T) 15 | 11 2’ 93A | 62A | 31A | 26 |105(100) | 465 | 1585 50 242 242
e, | N N \§ N HIPPO-150QS(QT) | 1.5 | 1.1 2’ 93A | 62A | 31A | 26 | 100(95) | 43 | 1585 50 26.2 26.2
15 \90(‘ ‘\ ‘\\\ \\ HIPPO-200 2 1.5 2’ 10.5A TA 3.5A 36 105 55 190 50 252 25.2
10 N N N \\ HIPPO-200Q 2 1.5 2’ 10.5A 7A 3.5A 36 100 52.5 191 50 27.2 27.2
N ~
5 \ \ \ » HIPPO series standard version features a vertical, threaded outlet pump body. » QH coupling foot is suitable for all HIPPO Q type models.
» (Q) in the name-coding identifies the pump with horizontal flanged outlet. » All single-phase pumps can be equipped with float switch
%0 10 20 %0 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200Q(US.gpm) @ @ » Elbow Kit is optional for HIPPO-Q horizontal flanged outlet pump. upon request.
HIPPO-50Q+QH coupling foot 0 38 76 114 151180 227 265 303 341 379 416 454 492 530 568 606 643 681 719 7I57Q(Ipm)

All technical information is subject to change without notice.
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