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SERIES 50HZ

Submersible Vortex Sewage Pump

H2

Dimensions (mm)

Type H H1 H2 H3 L c @

1PH 3PH

40EWSS-5.07 403 403 88 - ) j 193
40EWSS-5.07A 403 - 88 483 185 350 193
50EWSS-5.10 486 436 1115 - , . 198
50EWSS-5.10A 486 - 111.5 566 268 350 198
50EWSS-5.15 486 486 1115 - B, . 198
50EWSS-5.15A 486 - 111.5 566 268 350 198
50EWSS-5.20 - 486 1115 - . . 198
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SERIES 50HZ
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Parts and Material List

) No Part Material

Submersible Vortex Sewage Pump o1 —— HOTRN.F
02 Handle AISI 304+Nylon

Feature 03 Motor Cover AlSI 304

/ Fully made in stainless steel AISI 304 04 Motor Housing AISI 304

/ Double seal designed (mechanical seal + lip seal) £ PRy R AISI 304

/ Suspended solids up to 50 mm. 06 Pump Casing ALkl
07 Mechanical Seal SIC/SIC

/" Thermal protector embedded in the winding (single phase) 08 Impeller AISI 304

/ Impeller in stainless steel AlSI 304 09 Key AIS| 304

. . 10 Support Foot AISI 304
Application 11 Lip Seal NBR
/ Pumping of effluent also with suspended solids up to 50 mm. 12 Shaft AISI 304
diameter and filaments @ @ 14 Suction Flange AISI 304

/ Emptying of septic tanks and residential sumps
/ Pumping of sewage in both residential and industrial applications
/ Drainage of cellars, basements, garages

Specifications Data Chart
Liquid Temperature 0-35°C (32~95°F) Type Output Discharge F.L.A. Rated Maximum Cable Free Passage
Submersible depth 5M HP | kw Inch 3By | 408, Head ‘f;rg s ?;rf] M mm kg
Frequency 50Hz
40EWSS-5.07 |0.75 |0.55 11/2" 38A[17A | 7.1 80 9.1 | 260 10 35 10
Pole 2 Pole
Motor Type Dry Type 40EWSS-5.07A |0.75 |0.55 11/2" 38A| - 7.1 80 9.1 | 260 10 35 10.5
Part Insulation Class F 50EWSS-5.10 1 1075 2" 53A|25A | 7.1 | 100 | 7.7 | 400 10 50 13(1PH)/11(3PH)
Protection IP 68 50EWSS-5.10A | 1 |0.75 2" 53A| - 71 | 100 | 7.7 | 400 10 50 13.5
Protector Auto-Cut 50EWSS-5.15 | 1.5 | 1.1 2’ 6.5A | 2.9A | 86 | 100 | 9.1 | 450 10 50 14(1PH)/13(3PH)
Pump Bearing Ball Type 50EWSS-5.15A | 1.5 | 1.1 2 65A| - | 86 | 100 | 91 | 450 | 10 50 145
Part | Mechanical seal Single Mechanical Seal 50EWSS-520 | 2 | 15 2" - |35a]102] 150 | 11 | 550 | 10 50 14
Impeller Vortex

@ » A identifies float switch.

Performance Curve
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All technical information is subject to change without notice.
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