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AISI 304 AlSI 316

SSDR/SSDRS/SSDRI
SERIES 60HZ

Lightweight Submersible Residue
Dewatering Pump
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SSDR-05~10 SSDRS-05~10 SSDRI-05~10

@

Type A A1 H H1
SSDR-05 214 52 347 52
SSDRS(1)-05 184 52 345 52(50)
SSDR-10 214 52 372 52
SSDRS(1)-10 184 52 370 52(50)
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SSDR/SSDRSISSDRI ?:53:'?35“::29 D () Parts and Material List

SERIES 60HZ

stalled rotor conditions

including: SSDR SSDRS SSDRI
. . . . . - Plugging duty 2 Handle Stee+BUNA N AISI 304+BUNAN  AISI 304+BUNA N
Lightweight Submersible Residue Dewatering Pump  Salngor e o sta PRI D12 IS 304 AIS1 316 [ 2
Feature e 4 Bracket Steel ASTM A48 Class 30 ASTM A48 Class 30
5  Motor Housing + Stator  ADC 12+Steel AISI 304 AlSI 316 ;
/ High resistance to abrasive liquids 6  Shaft with Rotor AISI 410 AIS! 304 AIS| 316 ¢ m— ¥
/ Loss wax casting AISI 304 & AISI 316 for SSDRS and 7 Oil Chamber ADC12 AISI 304 AISI 316 18-1 y
S.SDRI _ _ \ KI‘IXON 8  Mechanical Seal CA/CE+SIC/SIC 30 — g —C
/ Viton gasket,_O-rlng.s, and L_|p seal for SSDRI (AISI 316) o P‘:otector 10 Lip Seal A SUNA N VITON 151 _ 4
/ Compact & nghtwelght design . (Thermal) 11 Impeller Hytrel AISI 304 AIS| 316
/ Pu.dc.jle or.re5|due dramage 9'°W” to 3m_m 12 Pump Casing ASTM A48 Class 30 AISI 304 AISI 316
|/ Efficient circumferential cooling for continous duty 151 Upper Bearing NTN/TPI 6 5
KLixoN 152 Lower Bearing NTN/TPI
Application ::;iz:;fcw 16 Strainer BUNAN EPDM EPDM 15-2
/ Site drainage, mining, tunneling, public works,floods (overheat & overload) 17-1  O-ring BUNA N BUNA N VITON 8 1;;
/ Cement industry, river intake, civil engineering projects @ @ L O BUNAN BUNAN VITON 10 A 7
/ Basement, parking lots, removing residue water KLixoN iSRG BUNAN EPDM VITON 18-4 — 11
(SSDR/SSDRS/SSDRI) 3PH Protector 184 Volute Liner BUNAN EPDM EPDM 12 7ol 2
/ Version "S"in AISI 304 and "I" in AISI 316 are suitable for (overheat, overload, 30  Outer Housing AISI 304 AISI 304 AISI 316 ]
light chemical liquids in drainage and general pumping phase failure) 32 Pump Housing Ring AISI 304 AIS| 304 AISI 316
applications Note: TPl is a family brand of NTN group.
DU PONT Hytrel®
Specifications Steel coated with
thermoplastic
Liquid Temperature 0~40°C (32~104°F) polyester elastomer
Submersible depth 10M
Frequency 60Hz Loss Wax Stainless
Motor Pole 2 Pole Steel AISI 304 & 316
Part Type Dry Type SSDRS(l) Impeller
Insulation Class B
Protection IP 68
Protector Auto-cut Viton gasket, O-rings,
Pump Bearing Ball Type and Lip seal @
Part Mechanical seal Double Mechanical Seal for SSDRI (AISI 316)
Impeller Semi-Open
SSDR Performance Curve SSDRS(l) Performance Curve
H 70 H 70
" 5 60Hz Ve 60Hz Data Chart
oo N\ 3450rpm o0 N\ 3450rpm . : :
. \\ 55 \\ Type Output Discharge Rated Maximum  Free Passage Weight(W/O Cable)
* N\ °F N\ HP |l | noh |18, |38, oy | M| Sab [ Mead [ Gen | mm | tekg | ek
40 \\ 40 \ g, SSDR-05 0.51]0.37 2" 3.3A|22A |[1.1A| 26 30 36 56 2 12 12
35 ~ \\‘{O 35 8 \’,)?’ SSDRS(I)-05 0.51]0.37 2" 3.3A|2.2A |[1.1A | 26 30 36 56 2 14.6(13.8) | 14.6(13.8)
%0 NG\ % Ko % SSDR-10 11075 2 6A | 4A | 2A | 46 | 40 | 655 | 75 2 14.5 14.5
2: %\’ zz Ny, \o SSDRS(I)-10 1 1075 2’ 6A | 4A | 2A | 46 | 40 | 655 | 75 2 17.8(16.5) | 17.8(16.5)
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0 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 Q(US.gpm) O 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 Q(US.gpm) @ @
0 3B 76 114 151 180 227 265 303 341 379 416 454 492 530 568 606 Q(lpm) 0 38 76 114 151189 227 265 303 341 379 416 454 492 530 568 606 Q(lpm)
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