ADF-Series Dimensions
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SERIES 50HZ

Submersible Sewage Pump with Cutter Plate

100ADF53.7~57.5 with LL100 QDC

Dimensions (mm)

Type A AMM B C D Dt E EM F F GI G2 H H1 H2 H3 J K L1 L2 N
65ADF51.5 497 464 291 353 144 12 265 140 200 250 120 160 576 145 190 240 200 95 140 50 95
80ADF51.5 524 481 292 378 146 15 285 155 220 285 125 165 597 175 230 280 210 90 165 65 90
80ADF52.2 542 499 308 388 154 15 295 155 220 285 125 165 654 175 230 280 220 90 165 65 90
80ADF53.7 567 524 328 403 164 15 310 155 220 285 125 165 687 175 230 280 235 90 165 65 90
100ADF53.7 614 589 335 445 169 19 340 175 250 365 185 210 706 240 265 335 235 105 185 115 -
100ADF55.5 646 621 369 460 186 19 355 175 323 365 185 210 768 240 265 335 250 105 205 42 -
100ADF57.5 673 648 385 480 193 19 375 175 323 365 185 210 760 240 265 335 270 105 205 42 -
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Parts and Material List

ADF

@ @ No Part Material 2
1
SERIES 50HZ 1 oo
2 Lifting Hanger SS Steel 7 g
Submersible Sewage Pump with Cutter Plate 3 Protector @ ‘
4 Ball Bearing 8
Feature 5 Impeller EN-GJL-200 9
/ Non-clog operation with “cutting” action 6 Impeller Bolt AISI 304 1
/ Robust construction 7 Opposite Side Bracket EN-GJL-150 N o 10
/ Double mechanical seal in oil chamber : Roizg 4
/" In built motor protection £ S 12
10 Shaft AISI| 403 13
11 Motor Frame EN-GJL-150 114
App| ication 12 Power Side Bracket EN-GJL-150 _55
13 Mechanical Seal Upper : CA/CE —6
/ Sewage
Lower : SIC/SIC
| Waste water ) 14 Mechanical Seal Cover EN-GJL-200
/ Strom water drainage @ @ 15 P Casing EN-GJL-200

Specifications
Liquid Temperature 0~40°C (32~104°F)
Submersible depth 8M
Frequency 50Hz
Pole 4 Pole
Motor
Type Air-filled watertight
Part
Insulation Class F
Protection IP 68
Protector Built-in overload protector
Bearing Ball Type
Pump
Part Mechanical Seal Double Mechanical Seal
Impeller Non-Clog Semi-Open

Performance Curve Data Chart
H % 50Hz : :
(m) " 1450rpm Output Discharge Max Head Max Cap. Cable Free Passage Weight Q.D.C.
15 ———— ﬁ% 7{%% HP kW Ineh 2:1sgv 433\/ Hre;wad ?;EI H‘ra:d ?:rz' o i kg
10 rors N%\ %7 65ADF51.5 2 115 2.5” - |39A | 14 | 70 | 10 | 400 | 10 40 52 | LM65
g P Y - )‘%\ \) 80ADF51.5 2 |15 3 - |39A | 93 | 400| 3 | 930 | 10 50 55 | LM80
g 7“««} B %&\\ / 80ADF52.2 3 22 3 - |52A|145 | 100 | 4 |1150 | 10 50 67 | LM80
5 > ~ 80ADFS53.7 5 | 3.7 3 - |8.3A|18.4 | 100 | 10.4 | 1200 | 10 46 75 | LM80
4 \ 1\ 100ADFS53.7 | 5 | 3.7 4 - |83A|13.9| 500 | 4 |2000| 10 &7 79 | LL100
3 \ 100ADF55.5 | 75| 55 4" - |11.3A| 16.1 | 500 | 8.5 2250 | 10 57 123 |LL100
100ADF57.5 | 10| 7.5 4 - |15.5A| 21.8 | 200 | 11.5 | 2300 | 10 57 141 | LL100
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All technical information is subject to change without notice.
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