
ADF-Series Dimensions

SERIES 60HZ
ADF

Submersible Sewage Pump with Cutter Plate
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APEC PUMP ENTERPRISE CORP.
3F.,No.394,Sec.2 Mingzhi Rd.,Taishan Dist.,New Taipei City 243,Taiwan.
TEL: +886-2-29034567    Fax: +886-2-29064567

L.W.L(Low Water Level)
Is limited to 10 minutes operation 
at low water level

Is limited to 30 minutes 
operation with water level 
below top of motor

1

2

A

C D

E

J

B

H

F

L.W.L.

L1

L.W.L.

L1

800

56 A1

70
0

140

60

20 50

70

Minimum manhole
dimensions in floor
frame installation

Bolt
2-M12x30

Guide pipe support

40

K 75

G1G2

  N 75

L2

2-M16
Anchor bolt

4- ØD1

E1

140

40

20
0

H
1F1H

2

L

L-
H

3
G

ui
de

 P
ip

e 
Le

ng
th

63 100

Guide Pipe 1B
Special Accessories Guide Pipe 1½ B

Special Accessories

L.W.L.

L1
L2

800

85 A1

70
0

246

150

30 70

160

Minimum manhole
dimensions in floor
frame installation
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65(80)ADF61.5~100ADF-67.5

100ADF63.7~67.5 with LL100 QDC65(80)ADF61.5~63.7 with LM65/LM80 QDC 
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Specifications

Motor

Part

Pump

Part

Frequency

Pole

Type

Insulation

Protection

0~40˚C (32~104˚F)

8M

60Hz

4 Pole

Dry Type

Class F

IP 68

Liquid Temperature

Submersible depth

Auto-CutProtector

Bearing

Impeller

Mechanical Seal

Ball Type

Semi-Open

Double Mechanical Seal

Performance Curve 

Parts and Material List
Part

SS Steel

ASTM A48 Class 30
AISI 304
ASTM A48 Class 20

AISI 403
ASTM A48 Class 20
ASTM A48 Class 20
Upper : CA/CE
Lower : SIC/SIC
ASTM A48 Class 30
ASTM A48 Class 30

Cable
Lifting Hanger
Protector
Ball Bearing
Impeller
Impeller Bolt
Opposite Side Bracket
Rotor
Stator
Shaft
Motor Frame
Power Side Bracket
Mechanical Seal

Mechanical Seal Cover
Pump Casing
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Al l  technical  informat ion is subject  to change without not ice.

ADF
SERIES 60HZ
Submersible Sewage Pump with Cutter Plate

Feature
/ Non-clog operation with “cutting” action
/  Robust construction
/  Double mechanical seal in oil chamber
/  In built motor protection

Application
/  Sewage
/  Waste water 
/  Strom water drainage
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Data Chart

www.apecpump.com

HP kW Head
ft

Cap.
gpm
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ft
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gpmInch kg

Type Output Discharge F.L.A. Max Head Max Cap. WeightFree Passage
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