
ADL-Series Dimensions
L.W.L(Low Water Level)
Is limited to 10 minutes operation 
at low water level

Is limited to 30 minutes 
operation with water level 
below top of motor
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SERIES 60HZ
ADL

Submersible Sewage Pump

Vol.P
IA

D
L-22031K

APEC PUMP ENTERPRISE CORP.
3F.,No.394,Sec.2 Mingzhi Rd.,Taishan Dist.,New Taipei City 243,Taiwan.
TEL: +886-2-29034567    Fax: +886-2-29064567

w w w . a p e c p u m p . c o m

Dimensions (mm)
Type A B C D E F H J L1

462
524
524
542
567
618
614
614
660
646
690
673
673
701
701
750
750
750
780
810
810
907
907
907
832
832
863
863
896
932
932
932
969
969
993
993
993

1114
1114
1114
1100
1100
1161
1161
1161

258
292
292
308
328
379
335
335
379
369
399
385
385
402
402
398
398
398
418
438
438
509
509
509
430
430
453
453
479
509
509
509
525
525
541
541
541
641
641
641
588
588
641
641
641

129
146
146
154
164
190
169
169
190
186
200
193
193
201
201
200
200
200
210
220
220
257
257
257
217
217
228
228
241
257
257
257
269
269
273
273
273
324
324
324
302
302
324
324
324

245
285
285
295
310
335
340
340
365
355
385
375
375
395
395
410
410
410
430
450
450
510
510
510
450
450
470
470
490
510
510
510
500
500
520
520
520
590
590
590
575
575
615
615
615

200
220
220
220
220
307
250
250
322
323
320
323
323
323
323
381
381
381
377
377
377
476
476
476
414
414
410
410
411
491
491
491
622
622
634
634
634
736
736
736
671
671
756
756
756

180
210
210
220
235
260
235
235
260
250
280
270
270
290
290
280
280
280
300
320
320
360
360
360
300
300
320
320
340
360
360
360
370
370
390
390
390
460
460
460
420
420
460
460
460

140
165
165
165
165
205
185
185
205
205
205
205
205
205
205
245
245
245
245
245
245

1066
1169
1169
285
285
285
285
285

1066
1169
1169
400
400
400
400
400

1167
1265
1265
450
450

1167
1265
1265

333
378
378
388
403
428
445
445
470
460
490
480
480
500
500
550
550
550
570
590
590
650
650
650
615
615
635
635
655
675
675
675
700
700
720
720
720
790
790
790
798
798
838
838
838

576
597
655
687
767
753
706
791
753
768
850
859
948
951
951
799
799
898
972
975
975

1270
1438
1438
826
925
997

1000
998

1270
1438
1438
1003
1084
1089
1092
1092
1371
1534
1534
1134
1134
1371
1534
1534

65ADL61.5
80ADL61.5
80ADL62.2
80ADL63.7
80ADL65.5
80ADLC67.5
100ADL63.7
100ADL65.5
100ADLC67.5
100ADLB67.5
100ADLC611
100ADLB611
100ADL615
100ADL618
100ADL622
150ADL65.5
150ADL67.5
150ADL611
150ADL615
150ADL618
150ADL622
150ADL630
150ADL637
150ADL645
200ADL67.5
200ADL611
200ADL615
200ADL618
200ADL622
200ADL630
200ADL637
200ADL645
250ADL611
250ADLB615
250ADLC615
250ADL618
250ADL622
250ADL630
250ADL637
250ADL645
300ADL618
300ADL622
300ADL630
300ADL637
300ADL645



Specifications

Performance Curve 

Non-Clog Semi-Open Impeller

Parts and Material List
Part

SS Steel

ASTM A48 Class 30
AISI 304
ASTM A48 Class 20 

AISI 403
ASTM A48 Class 20 
ASTM A48 Class 20 
Upper : CA/CE
Lower : SIC/SIC
ASTM A48 Class 30
ASTM A48 Class 30

Cable
Lifting Hanger
Protector
Ball Bearing
Impeller
Impeller Bolt
Opposite Side Bracket
Rotor
Stator
Shaft
Motor Frame
Power Side Bracket
Mechanical Seal

Mechanical Seal Cover
Pump Casing

1
2
3
4
5
6
7
8
9

10
11
12
13

14
15

No Material

Al l  technical  informat ion is subject  to change without not ice.

ADL
SERIES 60HZ
Submersible Sewage Pump

Feature
/  Semi-Open non-clog Impeller
/  Non-Clogging/Wide Rang
/  Robust construction
/  Superior heat Dissipation
/  Built-in motor protector

Application
/  Sewage 
/  Storm water drainage
/  Industrial Waste Water

1
2

7

12

8
9

10

11

3
4

4

13
14

5
15

6

Data Chart

www.apecpump.com
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13
16

19.7
23
26
33

65.5

98.4

130
164
197H

(ft) 60HZ
1800rpm

Q(US.gpm)

Q(lpm)

10080
ADLC611

10080
100ADL615

100ADL618

100ADL622

100ADL65.5

622618
615

611

67.5

65.5

622618
615

611

67.5

200ADL
250ADL

622
618C615

B615

611

622
618

150ADL
645
637

637

637

637

645

645

645

630
630

630

630

100ADL63.7

80ADL63.7

80ADL65.5

ADLC67.5

80ADL62.2

80ADL61.5

65ADL61.5 100ADLB

  67.5

100ADLB
  611

300ADL
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65ADL61.5
80ADL61.5
80ADL62.2
80ADL63.7
80ADL65.5
80ADLC67.5
100ADL63.7
100ADL65.5
100ADLC67.5
100ADLB67.5
100ADLC611
100ADLB611
100ADL615
100ADL618
100ADL622
150ADL65.5
150ADL67.5
150ADL611
150ADL615
150ADL618
150ADL622
150ADL630
150ADL637
150ADL645
200ADL67.5
200ADL611
200ADL615
200ADL618
200ADL622
200ADL630
200ADL637
200ADL645
250ADL611
250ADLB615
250ADLC615
250ADL618
250ADL622
250ADL630
250ADL637
250ADL645
300ADL618
300ADL622
300ADL630
300ADL637
300ADL645

2
2
3
5

7.5
10
5

7.5
10
10
15
15
20
25
30
7.5
10
15
20
25
30
40
50
60
10
15
20
25
30
40
50
60
15
20
20
25
30
40
50
60
25
30
40
50
60

HP kW Head
ft

Cap.
gpm

Head
ft

Cap.
gpmInch kg

Type Output Discharge F.L.A. Max Head Max Cap. Cable Weight Q.D.C.Free Passage
mmM3ø

460V
48
55
65
73
118
146
79

121
146
132
183
179
208
245
268
143
155
182
225
262
287
345
413
442
170
215
240
278
310
345
413
442
300
330
350
390
420
470
536
551
430
455
470
536
551

3.3A
3.3A
4.6A
7.1A
10A

13.6A
7.1A
10A

13.6A
13.6A
18.5A
18.5A
25A

30.5A
36A
10A

13.6A
18.5A
25A

30.5A
36A

49.5A
62A
75A

13.6A
18.5A
25A

30.5A
36A

49.5A
62A
75A

18.5A
25A
25A

30.5A
36A

49.5A
62A
75A

30.5A
36A

49.5A
62A
75A

LM65
LM80
LM80
LM80
LM80
LL80

LL100
LL100
LL80

LL100
LL80

LL100
LL100
LL100
LL100
LL125
LL125
LL125
LL125
LL125
LL125
LL150
LL150
LL150
LL150
LL150
LL150
LL150
LL150
LL150
LL150
LL150
LL250
LL250
LL250
LL250
LL250

LL300(250)
LL300(250)
LL300(250)

LL300
LL300
LL300
LL300
LL300

1.5
1.5
2.2
3.7
5.5
7.5
3.7
5.5
7.5
7.5
11
11
15

18.5
22
5.5
7.5
11
15

18.5
22
30
37
45
7.5
11
15

18.5
22
30
37
45
11
15
15

18.5
22
30
37
45

18.5
22
30
37
45

2.5”
3”
3”
3”
3”
3”
4”
4”
4”
4”
4”
4”
4”
4”
4”
6”
6”
6”
6”
6”
6”
6”
6”
6”
8”
8”
8”
8”
8”
8”
8”
8”

10”
10”
10”
10”
10”
10”
10”
10”
12”
12”
12”
12”
12”

10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10
10

3ø
230V

52.8
35.4
52.4
64.9
80

94.1
44.6
58

94.1
69.5
114.4
86.5
110.2
128.9

6.6A
6.6A
9.2A

14.2A
20A

27.2A
14.2A
20A

27.2A
27.2A
37A
37A
50A
61A

27.8
10.1
14.7
35.4
43.6
46.9
15

23.2
46.9
35

64.9
49.5
63.9
80

132.1
237.7
245.7
303.8
343.4
488.7
501.9
541.6
488.7
644.6
515.1
673.7
697.4
713.3

18.4
52.8
26.4
26.4
26.4
52.8

132.1
132.1
52.8

132.1
52.8

132.1
132.1
132.1

142.6
30.5
46.2
66.2
87.2
95.4
113.8
95.1

131.2
149.8
28.8
42.3
57
61

73.1
84.2

100.6
117
31.4
32.1
37.3
43.9
56

63.9
76.7
89.2
25.5
33.4
39.6
49.8
59

72A
20A

27.2A
37A
50A
61A
72A

-
-
-

27.2A
37A
50A
61A
72A

-
-
-

37A
50A
50A
61A
72A

-
-
-

61A
72A

-
-
-

94.4
15

22.9
35.7
49.2
57.4
67.2
84.2

100.6
117
14.7
27.2
36

41.9
49.2
65.6
78.7
85.2
15

16.7
19.3
21.6
28.5
39.6
49.8
59

15.4
18

21.9
26.8
33.4

739.7
819

924.7
982.8

1030.3
1030.3
1056.8
1083.2
1136

1215.3
1268.1
1400.2
1426.6
1453.1
1479.5
1611.6
1717.3
1981.5
1981.5
2113.6
2113.6
2245.7
2245.7
2509.9
2721.3
2906.2
2906.2
3011.8
3196.8
3434.6
3698.8

132.1
396.3
396.3
396.3
396.3
396.3
396.3
713.3
369.8
422.7
792.6
819

845.4
924.7
924.7

1083.2
1136

1215.3
1162.4
1321

1347.4
1373.8
1373.8
1611.6
1717.3
1822.9
1717.3
1717.3
2509.9
2721.3
2906.2

Motor

Part

Pump

Part

Frequency

Pole

Type

Insulation

Protection

Protector

Bearing

Mechanical seal

Impeller

0~40˚C (32~104˚F)

8M

60Hz

4 Pole

Dry Type

Class F

IP 68

Auto-Cut

Ball Type

Double Mechanical Seal

Semi-Open

Liquid Temperature

Submersible depth

35
50
50
50
50
50
60
60
50
60
50
60
60
60
60
70
70
70
70
70
70
76
76
76
76
76
76
76
76
76
76
76
82
82
82
82
82
76
76
76
90
90
76
76
76


