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operation at low water level

SERIES 60HZ

Submersible Sewage Pump
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Type A B G D E F H J L1
80ADML62.2 534 320 378 157 285 298 668 210 279
80ADML63.7 534 320 378 157 285 298 727 210 279
80ADML65.5 640 381 453 188 360 334 824 255 310
80ADML67.5 640 381 453 188 360 334 824 255 310
80ADML611 734 455 513 221 420 350 938 315 329
80ADML615 734 455 513 221 420 350 938 315 329
80ADML622 77 497 533 245 440 363 1021 335 332 @
100ADML63.7 577 320 420 157 315 313 727 210 279
100ADML65.5 653 381 465 188 360 334 824 255 310
100ADML67.5 653 381 465 188 360 334 824 255 310
100ADML611 746 455 525 221 420 350 938 315 329
100ADML615 746 455 525 221 420 350 938 315 329
100ADML622 790 497 545 245 440 363 1021 335 332
150ADML65.5 713 381 525 188 385 369 824 255 310
150ADMLG67.5 713 381 525 188 385 369 824 255 310
150ADML611 806 455 585 221 445 385 938 315 329
150ADML615 806 455 585 221 445 385 938 315 329
150ADML622 850 497 605 245 465 398 1021 335 332
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SERIES 60HZ

Submersible Sewage Pump

Feature

/" Non-clog single channel impeller

/" Robust construction
/ Large solid passage

Application
/ Sewage
/ Waste water

Enclosed Single Channel Impeller

Parts and Material List

Specifications
Liquid Temperature 0~40°C (32~104°F)
Submersible depth 8M
Frequency 60Hz
Pole 4 Pole
Motor
Type Air-filled watertight
Part
Insulation Class F
Protection IP 68
Built-in overload protector(3HP);
Protector
Build-in thermal protector(5-30HP);
Pump
Part Bearing Ball Type
Mechanical seal Double Mechanical Seal
Impeller Single Channel, Non-Clog
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No Part Material

1 Cable

2 Lifting Hanger SS Steel

3 Thermal Protector

4 Ball Bearing

5 Impeller ASTM A48 Class 30
6 Impeller Bolt AISI 304

7 Opposite Side Bracket ASTM A48 Class 30
8 Rotor

9 Stator

10 Shaft AISI 403

1 Motor Frame ASTM A48 Class 30
12 Power Side Bracket ASTM A48 Class 30
13 Mechanical Seal Upper : CA/CE

Lower : SIC/SIC

14 Mechanical Seal Cover ASTM A48 Class 30
15 Pump Casing ASTM A48 Class 30

Data Chart

Output Discharge F.L.A. Max Head

Max Cap. Cable Free Passage Weight

All technical information is subject to change without notice.

piP | kW Inch | 238 | agov | H g;‘ﬁ{ Hioad 335{ M mm kg
80ADML62.2 | 3 |22 3" 9.8A | 4.9A | 35.7 | 52.8 | 11.4 | 469.4 | 10 76 80 LM80
80ADML63.7 | 5 | 3.7 3" 154A| 7.7A | 54.7 | 52.8 | 31.1 | 351.3 | 10 76 87 LM80
80ADMLE5.5 | 7.5 | 5.5 3" 23A [11.5A| 64.6 | 79.2 | 41.3 | 3656 | 10 76 118 LL100
80ADML67.5 | 10 | 7.5 3 29.8A|14.9A| 75.4 | 79.2 | 49.2 | 3746 | 10 76 123 | LL100
80ADML611 | 15 | 11 o 412A[206A| 931 | 79.2 | 68.8 | 392 | 10 76 157 | LL100
80ADML615 | 20 | 15 3 54.6A27.3A| 113.1 | 79.2 | 85.6 | 4036 | 10 76 163 | LL100
80ADML622 | 30 | 22 3 73.2A[36.6A| 136.4| 79.2 (1157 420 | 10 76 223 | LL100
100ADML63.7 | 5 | 3.7 4 154A| 7.7A | 311 | 351.3 | 11.4 | 663.9 | 10 76 89 LL80
100ADML65.5 | 7.5 | 5.5 4 23A |11.5A| 41.3 | 365.6 | 27.8 | 585.7 | 10 76 121 LL100
100ADML67.5 | 10 | 7.5 4 29.8A|14.9A| 49.2 | 374.6 | 35.4 | 602.3 | 10 76 125 | LL100
100ADML611 | 15 | 11 4 412A[206A| 68.8 | 392 | 52.8 | 6354 | 10 76 160 | LL100
100ADML615 | 20 | 15 4 54.6A|27.3A| 85.6 | 403.6 | 69.5 | 658.6 | 10 76 166 | LL100
100ADML622 | 30 | 22 4 73.2A[36.6A| 115.7 | 420 | 92.8 | 681.6 | 10 76 226 | LL100
150ADML65.5 | 7.5 | 5.5 6" 23A |11.5A| 27.8 | 585.7 | 11.4 | 841.7 | 10 76 127 | LL100
150ADML67.5 | 10 | 7.5 6" 29.8A|14.9A| 354 |602.3 | 11.4 | 958.2 | 10 76 132 | LL100
150ADML611 | 15 | 11 6" 412A[20.6A| 52.8 | 635.4 | 18 [1129.1] 10 76 166 | LL100
150ADML615 | 20 | 15 6" 54.6A|27.3A| 69.5 | 658.6 | 25.2 |1268.1| 10 76 172 | LL100
150ADML622 | 30 | 22 6" 73.2A | 36.6A| 92.8 |681.6 | 31.1 |1367.2 10 76 232 | LL100
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