
ESA-Series Dimensions

SERIES 60HZ
ESA

Submersible Slurry Pump
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Dimensions (mm)
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Specifications

Motor

Part

Pump

Part

Frequency

Pole

Type

Insulation

Protection

Protector

Bearing

Mechanical seal

Impeller

0~40˚C (32~104˚F)

20M

60Hz

4 Pole

Dry Type

Class F

IP 68

Auto-Cut

Ball Type

Double Mechanical Seal

Semi-Open

Liquid Temperature

Submersible depth

Al l  technical  informat ion is subject  to change without not ice.

ESA
SERIES 60HZ
Submersible Slurry Pump

Feature
/  Double mechanical seal CA/CE with SIC/SIC in oil bath
/  Heavy-duty with agitator mode
/  Protected with Yamada overload protector
/  Top flange discharge with semi-circumferential 
   cooling for continuous duty
Application
Choice of industries that face the most difficult pumping applications
/  Lime slurries
/  Mill scale
/  Coal runoff sumps
/  Wash down sumps
/  Mining
/  Tunneling
/  Quarries

Parts and Material List

Performance Curve 

www.apecpump.com
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PartNo
Motor Frame
Bearing Bracket
Top Bracket
Pump Casing
Impeller
Upper Bearing
Lower Bearing
Protector
Gland Holder
Cable Gland
Shaft with Rotor

Stator
Discharge 
Handle
Suction Plate

Wearing Plate (30HP Only)
Mechanical Seal
Strainer

1
2
3
5
7

10
11
14
15
16
17

18
19
20
23

24
26
29

Material
ASTM A48 Class 30
ASTM A48 Class 30
ASTM A48 Class 30
ASTM A48 Class 30
High Chrome Steel
NTN/TPI 
NTN/TPI 
YAMADA
ASTM A48 Class 30
BUNA N
10~15HP: AISI 410
20~30HP: AISI 420

SC
SC
10~20HP: High Chrome Steel
      30HP: ASTM A48 Class 30
High Chrome Steel
Upper:SIC/SIC ; Lower:SIC/SIC
SC

Note:TPI is a family brand of NTN group.

High Chrome Steel
Impeller with AgitatorSemi-open Impeller
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