
EWSS-Series Dimensions

SERIES 60HZ
EWSS

Submersible Vortex Sewage Pump

Vol.P
IE

W
S

S
-23071K

16
5

C
H

1

H

H
3

H
2

L

w w w . a p e c p u m p . c o m

APEC PUMP ENTERPRISE CORP.
3F.,No.394,Sec.2 Mingzhi Rd.,Taishan Dist.,New Taipei City 243,Taiwan.
TEL: +886-2-29034567    Fax: +886-2-29064567
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Dimensions (mm)
Type H H1 H2 H3 L C

1PH 3PH

40EWSS-6.07

40EWSS-6.07A

50EWSS-6.10

50EWSS-6.10A

50EWSS-6.15

50EWSS-6.15A

50EWSS-6.20



Al l  technical  informat ion is subject  to change without not ice.
www.apecpump.com

Specifications

Motor
Part

Pump
Part

Liquid Temperature
Submersible depth

0~35˚C (32~95˚F)
5M

60Hz
2 Pole

Dry Type
Class F

IP 68
Auto-Cut
Ball Type

Single Mechanical Seal
Vortex

Frequency
Pole
Type

Insulation
Protection
Protector
Bearing

Mechanical seal
Impeller

Parts and Material List
PartNo Material

EWSS
SERIES 60HZ
Submersible Vortex Sewage Pump

Feature
/  Fully made in stainless steel AISI 304
/  Double seal designed (mechanical seal + lip seal) 
/  Suspended solids up to 50 mm. 
/  Thermal protector embedded in the winding (single phase)
/  Impeller in stainless steel AISI 304

Data Chart 

Performance Curve
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Cable
Handle
Motor Cover
Motor Housing
Fixing Ring
Pump Casing
Mechanical Seal
Impeller
Key
Support Foot
Lip Seal
Shaft 
Suction Flange
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H07RN-F
AISI 304+Nylon
AISI 304
AISI 304
AISI 304
AISI 304
SIC/SIC
AISI 304
AISI 304
AISI 304
BUNA N
AISI 304
AISI 304

Application
/  Pumping of effluent also with suspended solids up to 50 mm. 

diameter and filaments
/  Emptying of septic tanks and residential sumps
/  Pumping of sewage in both residential and industrial applications
/  Drainage of cellars, basements, garages
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» A identifies float switch.
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Type Output Discharge F.L.A. Rated Maximum Cable WeightFree Passage

mmM1ø
230V

3ø
460V

40EWSS-6.07

40EWSS-6.07A

50EWSS-6.10

50EWSS-6.10A

50EWSS-6.15

50EWSS-6.15A

50EWSS-6.20
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